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High resolution amplitude and phase of light fields 
emerging from a 2-μm-period amplitude grating are 
measured for different wavelengths. The amplitude gratings 
lead to highly periodic patterns caused by the Talbot effect. 
Such patterns reach periodicities of a fraction of the grating 
period. We discuss the effect of wavelengths and the 
number of diffraction orders participating in the imaging.  
INTRODUCTION 
Amplitude and phase of light fields emerging from periodic 
structures, although considered by many researchers, are 
still an interesting subject of research. Talbot observed the 
self-imaging effect of a periodic structure in 1836 [1]. Later, 
Lord Rayleigh showed that its origin is the interference of 
the diffracted beams and found that the regular repeat 
distance of self-images, the so-called Talbot Length, can be 
expressed as 
zT = 2 Λ2 / λ,                           (1) 
where Λ is the grating period and λ is the wavelength of the 
incident light [2]. Since smaller gratings have larger 
diffraction angles given by the diffraction formula as 
sin θ = λ / Λ, high numerical aperture (NA) and high 
resolution techniques are required to observe these effects 
for small gratings. This is especially important for grating 
with periods comparable to the operation wavelength. 
Moreover, phase measurements need often special 
techniques to be performed.  
In this work, we demonstrate high resolution measurements 
of amplitude and phase of light fields diffracted by an 
amplitude grating with 2 μm period and using the high 
resolution interference microscope (HRIM) at several 
wavelengths. The Talbot effect is observed in the intensity 
and phase maps and results are discussed. Conditions were 
light field patterns smaller than the period of the diffraction 
grating can be observed are evaluated. The newly 
introduced phase measurements allow accurate evaluation 
of the Talbot length and provides deeper inside. 
EXPERIMENTS 
The HRIM is basically a microscope with objectives that 
have highest numerical aperture such as 100X / NA 0.9 
combined with a Mach-Zehnder interferometer. Detailed 
information of system setup is given in references [3, 4]. In 
the object arm of the interferometer, the 2-μm-period 
grating is illuminated at normal incidence with a plane 
wave. In the reference arm a piezo-electrically driven 
mirror is mounted to change optical path lengths and the 
phase distribution of the wave-field is obtained by 
employing a classical five-frame algorithm [4]. The grating 
is mounted on a z-axis piezo stage with a scan range of 
500 μm and an accuracy of 1 nm. The objects are scanned 
through the observation plane and three-dimensional (3D) 
intensity and phase maps are recorded during the 
measurement. While the amplitude measurement is 
diffraction limited and has finite spatial resolution, the 
phase measurement is, in principle, not subjected to 
resolution issues. 
RESULTS AND DISCUSSIONS 
Three different wavelengths, red at 642 nm, green at 
532 nm and blue at 405 nm are considered and the 
diffraction angle and the Talbot length are studied. The 
corresponding x-z slices of the measured 3D intensity maps 
for three wavelengths are shown in Fig. 1. The propagation 
direction is z. One observes self-images at zT and shifted 
pattern by half period at the half of the Talbot length (zT/2) 
as expected from theory. The Talbot lengths are calculated 
by using Eq. (1) to be 12.5 µm for 642 nm, 15 µm for 
532 nm, and 19.8 µm for 405 nm. The visibility of the 
smaller fractions of the Talbot images differs depending on 
the illuminating wavelength because the number of 
collected diffraction orders by the measurement objective 
varies for different wavelengths.  
 
Fig. 1. The x-z slices of the measured 3D intensity 
map of 10 x 20 μm2: (a) 642 nm, (b) 532 nm, and 
(c) 405nm. 
For a 2-μm-period grating at normal incidence one finds the 
angle for the first diffraction order as 18.7° for 642 nm, 
15.4° for 532 nm, and 11.7° for 405 nm. The observing 
objective has a numerical aperture of NA = 0.9 
corresponding to a maximum acceptance angle of 64°. 
Hence, diffraction from orders 0 to  3 can be collected by 
this objective at 642 nm illumination. For 532 nm and 
405 nm, higher diffraction orders from 0 to  4 and 0 to  5 contribute, respectively. This can be verified by 
observing the back focal plane of the objective with the help 
of a telescope or Bertrand lens. Figure 2 shows images of 
the back focal plane of the objective and the bright spots are 
the diffraction orders. In practice, intensity falls off for 
large angles and less diffraction orders might be collected 
and certain experimental errors limit the NA of the 
objective to be smaller than 0.9. However, the number of 
diffraction orders gets fewer as the wavelength increases, as 
shown in Fig. 2. Better contrast and higher resolution are 
obtained for the intensity measurement at 405 nm thanks to 
the contributed higher orders. 
 
Fig. 2. Images of the back focal plane of the 
100X / NA 0.9 objective lens. The grating is 
illuminated by a plane wave of (a) 642 nm, (b) 
532 nm, (c) 405 nm. White circle shows the exit 
pupil and the 0 order as well as the highest 
diffraction order which are indicated. 
To obtain more information the phase of the emerging 
fields are investigated by applying the aforementioned 
interferometric technique. Figures 3(a)-3(c) show the x-z 
slices of the measured 3D phase maps for the three 
wavelengths. At the multiple of the half of the Talbot length 
(zT/2), planes with particular phase structures, such as phase 
singularities, are found. Because of the extremely low 
intensity near the plane of the singularities, measurement 
noise is amplified. Compared to the intensity measurements, 
the phase maps are more detailed. More precise evaluations 
of the Talbot length can be done by measuring the distance 
between the planes where phase singularities occur. 
 
CONCLUSIONS 
We present high resolution amplitude and phase 
measurements of light fields emerging from the 2-μm-
period amplitude grating measured with a high resolution 
interference microscope. The number of the collected 
diffraction orders determines resolution and visibility of the 
smaller fractions of the Talbot images in the intensity and 
phase measurements. The phase maps allow more accurate 
measurements of the Talbot length by using the position of 
singularities because the phase field is not subjected to a 
resolution limit. 
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Fig. 3. The x-z slices of the measured 3D phase map of 10 x20 μm2: (a) 642 nm, (b) 532 nm, and (c) 
405 nm. At the multiple of the half Talbot length (zT/2), the self-images of the plane wave surrounded 
by the phase singularities are observed. 
 
